Il TRACO POWER TES 1 Series

Lead free wave solder profile

Profile Feature Sn-Pb Eutectic Assembly Pb-Free Assembly
Average ramp-up rate 3° C/second max. 3° C/second max.
(Tsmax to Tp)
Preheat

- Temperature Min (Ts;,) 100 °C 150 °C

- Temperature Max (Tsyqy) 150 °C 200 °C

- Time (Tspi, t0 TSyay) (1) 60-120 seconds 60-180 seconds

Time maintained above:

- Temperature (Ty) 183 °C 217 °C

- Time (ty) 60-150 seconds 60-150 seconds
Peak Temperature (Tp) 220°C 245°C
Time within 5°C 2of actual Peak 10-30 seconds 20-40 seconds
Temperature (tp)
Ramp-down Rate 6 °C/second max. 6 °C/second max.
Time 25°C to Peak Temperature 6 minutes max. 8 minutes max.

Note 1: All temperatures refer to topside of the package, measured on the package body surface.
Note 2: Time within 5 °C of actual peak temperature (tp) specified for the reflow profiles is a “supplier”
minimum and “user” maximum.
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Specifications can be changed without notice! Application note: TES1-soldering-considerations,

Make sure you are using the latest documentation, downloadable at www.tracopower.com page 1 of 1, rev.: 6. May 2016
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